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MOBILE FOOD PREPARATIONS/VENDORS/TENTS 

FOOD TRUCKS: 

· The maximum aggregate capacity of LP-gas containers transported on the vehicle 

and used to fuel cooking appliances only shall not exceed 200 pounds (91 kg) propane 

capacity. 

· A listed LP-gas alarm shall be installed within the vehicle in the vicinity of LP- gas 

system components, in accordance with the manufacturer's instructions. 

· LP-gas containers installed on the vehicle and fuel-gas piping systems shall be 

inspected ANNUALLY by an approved inspection agency or a company that is 

registered with the U.S. Department of Transportation to requalify LP-gas cylinders, 

to ensure that system components are free from damage, suitable for the intended 

service and not subject to leaking. CNG containers shall be inspected every 3 years in 

a qualified service facility. CNG containers shall not be used past their expiration date 

as listed on the manufacturer's container label. 

· Upon satisfactory inspection, the approved inspection agency shall affix a tag on the 

fuel gas system or within the vehicle indicating the name of the inspection agency and 

the date of satisfactory inspection. 5:70 Sect. 319 
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TENTS: 

· Open flame or other devices emitting flame, fire or heat or any flammable 

or combustible liquids, gas, charcoal or other cooking devices or unapproved devices 

shall not be permitted inside or located within 20 feet (6096 mm) of the tent or 

membrane structures while open to the public unless approved by the fire code 

official. 

· Cooking and heating equipment shall not be located within 10 feet (3048 mm) 

of exits or combustible materials. Suitable barricades shall be provided to maintain a 

distance of 5 feet between the heat-producing appliances and the public. 

· Flammable and combustible liquids shall be stored outside in an approved manner 

not less than 50 feet (15 240 mm) from tents or membrane structures. Storage shall be 

in accordance with Chapter 57. 

· Generators and other internal combustion power sources shall be separated 

from tents or membrane structures by not less than 20 feet (6096 mm) and shall be 

isolated from contact with the public by fencing, enclosure or other approved means. 
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